
Ø .656 [16.66] THRU
.750-10 UNC-2B TAP THRU

R 1.00 [25.40]
4X

ITEM 9

3X

.88 [22.35]

ITEM 1

1

2

TUBING, RECTANGULAR, .25 WALL

3

4

5

6

7

6.89 x 19.09 x .88 THK.
PLATE, TOP

9 7.88 x 7.63 x 1.125 THK.
PLATE, BOTTOM

10

11

.85 [21.59]

4

2

4

4

2

4

2.00 x 1.00 x 27.43 LG.
TUBING, REGTANGULAR, .120 WALL

ASTM A 500 GR. B
STEEL

4.00 x 2.00 x 27.31 LG.
STEEL

ASTM A 500 GR. B

TUBING, SQUARE, .25 WALL
4.00 x 4.00 x 33.39 LG. ASTM A 500 GR. B

STEEL

STEEL
ASTM A 500 GR. B4.00 x 4.00 x 11.09 LG.

TUBING, SQUARE, .25 WALL

12

1.125 [28.58]

7.63 [193.80]

7.88 [200.15]

304 SST

ASTM A 36
STEEL

ASTM A 36
STEEL

SST

SST

SST

8

ITEM 8

19.09 [485.00]

6.89 [175.00]

.25 [6.35] x 45° CHAMFER
4X

.75 [19.05] TYP.

[f,.010]

[-B-]

[f,.002]

[g,.020,B]

63

NOTE 5

1/8 1/8
63

NOTE 5

1/4

1/4

1/4
TYP.

REF.
TYP.

(4.00 [101.60] TYP.)

1/4

TYP.
1/4

1/4
TYP.

1/4
TYP.

[-A-]

35.43 [900.00] 1.94 [49.28]

[g,.020,A]

7.05 [179.00]

5.000 [127.00] 19.09 [485.00]

[e,.020,A]

.50 [12.70]

5.000 [127.00]

28.988 [736.30]

5.000 [127.00]

4

3

2

1

9

.75 [19.05]

2.47 [62.74]

1.00 [25.40]
3X

5.938 [150.82]

2.969 [75.41]

6.380 [162.05]

(.85 [21.59])

(17.39 [441.71])

(1.00 [25.40])

1.94 [49.28]

(.75 [19.05])(37.81 [960.37])

(39.31 [998.56])

(4.00 [101.60])

(27.43 [696.72])

(1.00 [25.4] TYP.)

(4.00 [101.60] TYP.) (11.09 [281.69])

Ø .312 [7.93] THRU
.375-16 UNC-2B TAP THRU
12X

3.228 [82.00]

6.693 [170.00]

TYP. 13

01

STEEL-MFG STD

35360 CLINTON STREET
WAYNE, MICHIGAN 48184
(313) 721-4040

UNISTRUT CORPORATION1

01

01 1 13 P3300 UNISTRUT CHANNEL 16.75 LG.

OF TUBE AS SHOWN - 4 PLACES

2X Ø.531 [13.49] THRU BOTH SIDES

01

TYP
9.375 [238.13]

TYP

01

TYP

(16.75 [425.45])

TYP

01

01

.40 [10.16] 4

1-5 1/44 PLACES
01 TYP

1/8

QTYMATERIAL / SPECNOMENCLATURE OR DESCRIPTIONDRAWING AND ELECTRONIC FILE NO.ITEM

PARTS LIST

REVISIONS

SYM CHANGE DESCRIPTION BY CHKD DATE

(1.00 [25.40])

(.79 [20.00])

2.00 [50.80] TYP.

27.31 [693.67]

01

01 ADD (10) .531 DIA. HOLES
ADD (4) PCS. P3300 UNISTRUT 16.75 LG. ITEM 13

DELETE (16) 1/4-20 UNC TAPPED HOLES JB

JB

6.36 [161.54]

35.43 [900.00]

33.64 [854.60]

33.39 LG. WAS 33.6401

01
WAS

WAS

WAS

6.11 [155.06]

35.18 [893.67]

33.39 [848.26]

JB

JB

01

33.39 [848.26]

35.18 [893.67]

01

01

6.11 [155.06]

2.750 [69.85]

01

    WAS PAINTED BRIGHT BLUE

"SANDTEX" REMOVED
FEDERAL STANDARD NO. 595A 25102 TEXTURED

ASSEMBLY TO BE PAINTED FEDERAL SAFETY BLUE01

01

JB

JB

5.000 [127.00]

01

12.602 [320.09]

JB01 12.602 [320.09] 12.102 [307.40]WAS

NUT, HEX
1/2-13 UNC-2B 8

8

8

LOCK WASHER, 1/2 HELICAL SPRING

SCREW, HEX HEAD
1/2-13 UNC-3A x 6.00 LG.

LOCK WASHER, 3/8 HELICAL SPRING

SST 16

8

16

7

5

12

10

11

8 6

A

A

JBREDESIGNED REMOVABLE BEAM STRUCTURE.
UPDATED PARTS LIST & DETAILS01

Ø.531 [13.49] THRU BOTH SIDES
OF TUBE AS SHOWN

1.44 [36.58]

2.50 [63.50]

1.44 [36.58]

2.50 [63.50]

(4.00 [101.60])

(2.00 [50.80])

12.215 [310.26]

5.36 [136.14]

(4.00 [101.60])

7.50 [190.50]

1.50 [38.10]

0.50 [12.70] Ø 5/16 (.312) [7.92] THRU
3/8-16 UNC-2B TAP THRU

TYP. (4) PLACES

VIEW A-A

4X

Ø.75 [19.05]
THRU BOTH
SIDES OF TUBE
AS SHOWN

01

2.50 [63.50]

3.00 [76.20] STK

ITEM 6 01

.12 [3.05] x 45° CHAMFER

Ø.531 [13.49] THRU

.50 [12.70]

1.50 [38.10]

2X

1.50 [38.10]

2.50 [63.50]

5.00 [127.00] STK

1.25 [31.75]

250

250

(.50 [12.70])

2X

1.75 [44.45]

Ø .406 [10.31] THRU
2X

01

01

01

01

01

01

SST

SCREW, HEX HEAD
3/8-16 UNC-3A x 1.00 LG.

ANGLE, L5 x 3 x .5 x 2.5 LG.
0101

01

01

01

01

01

4X

e.  ALIGN ITEMS #8 AND CHECK THAT DIMENSION
BETWEEN WELDMENT LEGS IS CORRECT.  THEN

d.  ALIGN TOP ANGLES AND TIGHTEN SCREWS TO

1.  ITEMS #6 & #8 ARE REMOVABLE AND ARE

a.  INSTALL LOWER ANGLES (ITEM #6) FIRST.

AND SET TOP ANGLES (ITEM #6) IN PLACE ON

NOT PART OF WELDMENT.  INSTALL PER NOTE 6.

3.  DIMENSIONS SHOWN IN [ ] ARE IN MILLIMETERS

2.  WELDMENT TO BE VIBRATION STRESS RELIEVED.

4.  SURFACE GRIND TOP TWO (2) PLATES (ITEMS #1)

b.  SET ITEMS #8 IN PLACE ON LOWER ANGLES

c.  INSTALL REMAINING FASTENERS BUT, DO NOT

5.  ASSEMBLY TO BE PAINTED FEDERAL SAFETY BLUE,

6.  INSTALLATION PROCEDURE FOR ITEMS #6 & #8.

01

01

TIGHTEN REMAINING FASTENERS.

WELDMENT ONLY.

TIGHTEN.

TO .002 FLATNESS.

MATT FINISH.  (EXCEPT FOR FINISHED SURFACES
ITEMS #1 & #9).

ITEMS #8.

01

AND ARE FOR REFERENCE ONLY.

NOTES:

856 LAKE ECHO ROAD
WATERTOWN, CT  06795
(230)-274-6701

KEELER & LONG
P.O. BOX 460

2

PAINT SPECIFICATIONS:

APPLICATION: PER MANUFACTURER SPECIFICATIONS

FINISH COAT:  KEELER & LONG NO. 3200

PRIMER:  KEELER & LONG NO. 3200

"J" SERIES KOLOR-POXY ENAMEL

02

02 PEUPDATED NOTE 5

02

2

JB

JB

JB

JB

JB

JB

JB

JB 1/12/94

1/12/94

1/12/94

1/12/94

1/12/94

1/12/94

1/12/94

1/12/94

2

A1383302

P4105090501-840200-02

T1 INSERTION DEVICE FRONT
END FIRST COLLIMATOR/SLOW &

FAST VALVE
SUPPORT BASE WELDMENT

1:4

1 1 E

.1 [2.54]

.010 [.254]

.005 [.127]

.25

250

        SEE B.O.M.

2/93

J. BARRAZA 3/25/93

2/93

J. BARRAZA 3/25/93

D. SHU 3/26/93

T. M. KUZAY 3/26/93

D 1=4 1

P. ENGELBRECHT STERLING

P. ENGELBRECHT
J. BARRAZA


